
	

	

 
WKA EVENT Dirt Self-Tech Inspection Form 

After completing self-tech inspection of your kart, bring this completed form, along with your HELMET, to be verified with current 
CERTIFICATIONS. This form must be submitted before going on track—failure to do so will result in exclusion from the event and 

possible suspension from the World Karting Association Sanctioned events. 

Driver / Kart Information   Event______________________________ 
	

Driver Name: ___________________________________________________ 

Class: _________________________________________________________ 

Kart Number: ___________________________________________________ 

Engine Seal #: __________________________________________________ 

HELMET CHECKED (Tech OFFICIAL Initials: ________) 

 
Steering Assembly 
☐ Steering secure & functional 

 
Engine & Drivetrain 

☐ Throttle return spring • ☐ Clutch/chain guard • ☐ Airbox/muffler • ☐ Throttle cable • ☐ Header bolts 
(safety wired) • ☐ Mount butterflies • ☐ Fuel tank/oil overflow (no leaks) 

 
Braking System 
☐ Pedal pivot to chassis • ☐ Actuating rod & cable ends • ☐ Master cylinder bolts • ☐ Caliper(s) bolts • 
☐ Pad retaining rods • ☐ Brake locks engaged • ☐ Brake rotor hub (safety wire/locknuts) 

 
General Safety Requirements 
☐ Weights secured/double nutted • ☐ Weights painted white/driver # • ☐ Weights mounted seat/front 
bumper only • ☐ Seat weights w/ washers • ☐ No weights >15 lbs • ☐ Kart numbers front/back/sides • ☐ 
No sissy straps on helmet chin bar 

 
Required Hardware Security 
☐ All required items secured by nylock/safety wire/cotter pin/circlip/snap ring 

 
Present and Functional 
☐ All listed items present & functional 

 

TURN PAGE OVER TO COMPLETE 



	

	

 

WEIGHT MOUNTING REQUIREMENTS (Driver Initials: ________) 

 
1. General Requirements 

o All weights must be painted white. 
o Each weight must be clearly marked with the kart number and weight amount  

(example: K99 – #8). Subject to Disqualification. 

o All weights must be securely fastened to the kart. 
 

2. Seat-Mounted Weights 
o All weights must use a minimum 1-1/4” OD fender-style washer on the inside of the seat, with an 

additional washer against the nut. 
o Washers between the seat and the weight on the outside of the seat are not recommended, as weights 

must be fully tightened. 
 

3. Weight Hardware Requirements 
o Weights under 7 lbs.: 

§ Minimum of one 5/16” (8mm) bolt 
§ Fully tightened and secured with a cotter pin or double nut 

o Weights 8–15 lbs.: 
§ Minimum of two 5/16” (8mm) bolts, or 
§ One 3/8” (10mm) bolt 
§ Fully tightened and secured with a cotter pin or double nut 

o No single seat mounting location may exceed 15 lbs. 
o Stacking of weights is permitted. 
 

4. Seat & Chassis Bolt Recommendations 
o All four (4) seat mounting bolts are recommended to use 1-1/4” minimum OD washers. 
 

5. Permitted Mounting Locations 
o Weights may be attached to the front bumper using weight brackets. 
o Weights are not permitted on: 

§ Nerf bars 
§ Rear bumper 
§ Driver’s body 

 

6. Maximum Mounted Individual Weight 
o The maximum individual weight allowance is 15 lbs. 
o Any weight exceeding this limit, or not properly secured, may result in disqualification. 

 

 
Driver / Parent-Guardian Signature (if under 18): _____________________________________________ 

 

Date: _______________________ 

 

By signing this form, I certify that all items listed have been completed, verified, and will be maintained throughout 
the duration of the event. By entering this event, you recognize that this a WKA Sanctioned event, A WKA 
sanctioned event is any karting event that is specifically approved by WKA in writing, conducted under the 
regulations published in the WKA Tech Manual, Tech Updates, and supplemental event rules 



	

	

 


